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24,000 rpm
Spindle Speed

Speed and
power in
a compact
layout.
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Excellent Production Value
Reliable job-after-job machine performance

New Mighty Viper RD series rapid drilling and tapping center is
a powerful machine on a compact footprint. Solid construction
yields smooth drilling and tapping. The versatile RD machine
design also provides milling operations. Boasting a powerful
— spindle and multi-station turret, the RD drilling and tapping

{}{%Pégg° machine is ready for the toughest machining jobs.

Front sliding doors, and side doors
for greater access to work table.

High Performance Design
Features that yield more overall production

© 14 tool ATC turret, optional 21 tools

@ Powerful spindle: 24,000 / 20,000 /
15,000 / 12,000 rpm

© Table size 31" x 16" and 24" x 16"
O Table Load 550 Ib
© Telescopic way cover on XYZ

Solid Machine Structure

One piece base casting Oversized column for rigidity Optimal machine structure
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Powerful
Spindle Head

Smooth high speed
acceleration

The RD drilling and
tapping machine has a
rigid spindle head that
is well suited for high
speed acceleration on
the Z-axis. The Z-axis

Ultra fast and
reliable ATC
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Fast Feeds

High speed
feedrates

Linear guideways

on all three axes yields
rapid feedrates of 1890
ipm. The work table holds

up to 550 Ib. and the maximum table size

is 31" x 16". Built-in chip disposal channels on
each side of the X-axis enhance chip disposal

Wide spaced ways
on saddle

ballscrew is protected from metal chips by
splash guards. Way covers on all three axes
provide full protection to linear guideways.

cleaning cycle and in reducing machine
maintenance time.

capacity. The channels also help to ease the
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Machine Dimensions
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RD-700 dimensions available upon request
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